
LIFT PERFORMANCE

531-70 541-70 535-95 535-95 sway*

Maximum lift capacity kg 3100 4100 3500 3500

Lift capacity to full height kg 2400 2250 1500 1600

Lift capacity at full reach kg 1250 1500 450 450

Lift height m 7.0 7.0 9.50 9.50

Reach at maximum lift height m 0.54 0.54 2.49 2.49

Maximum forward reach m 3.7 3.7 6.52 6.52

Reach with 1 tonne load m 3.7 3.7 4.73 4.73

Placing height m 6.3 6.3 8.78 8.78

Complies with stability test EN 1459 Annex B. chassis levelling (sway) with stabilisers retracted (sway angle ±9°).

LIFT PERFORMANCE

533-105 stabilisers retracted 533-105 stabilisers extended 535-125 HiViz stabilisers retracted sway* 535-125 HiViz stabilisers extended sway*

Maximum lift capacity kg 3300 3300 3500 3500

Lift capacity to full height kg 1000 2500 1500 3500

Lift capacity at full reach kg 325 1000 125 1200

Lift height m 9.85 10.22 11.7 12.27

Reach at maximum lift height m 2.69 1.99 2.01 0.54

Maximum forward reach m 6.94 6.83 8.06 8.06

Reach with 1 tonne load m 4.65 6.83 5.06 8.06

Placing height m 9.44 9.82 11 11.75

Complies with stability test EN 1459 Annex B. chassis levelling (sway) with stabilisers retracted (sway angle ±9°).
* Sway levelling is optional, performance may vary when not fitted.
* Standard machine software interlock - 45° boom angle limit, configurable upon service request.
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